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 ELEMENT MODEL NUMBER.........................  FLK13-00092                   
 ELEMENT TYPE.................................  LIQUID COALESCER              
 FILTRATION SELECTIVITY RATING (NOMINAL)......  0.3 MICRON                    
 DIRECTION OF FLOW............................  INSIDE TO OUTSIDE             
 MAXIMUM FLOW.................................  APPLICATION DEPENDENT         
 OPERATING TEMPERATURE RANGE..................  300° F MAX                    
 INITIAL DIFFERENTIAL PRESSURE RECOMMENDED....  < 0.5 PSID                    
 REPLACEMENT DIFFERENTIAL PRESSURE............  15 PSID                       
 MINIMUM ELEMENT COLLAPSE PRESSURE............  > 75 PSID                     
 CENTER TUBE..................................  TINNED STEEL                  
 END CAPS.....................................  TINNED STEEL                  
 JACKET.......................................  NEEDLED POLYESTER             
 HANDLE.......................................  N/A                           
 GASKET.......................................  BUNA                          
 MEDIA........................................  MICROGLASS                    
 ELEMENT OD...................................   5.500                        
 ELEMENT ID...................................     3.800                      
 ELEMENT LG...................................  36.750                        
 NO. OF ELEMENTS PER CARTON...................      1                         
 WEIGHT PER CARTON............................     10.0                       
                                                                                            


